§§195.414-195.418

(2) Promptly, but not later than 7
days after discovery, mark the location
of the pipeline in accordance with 33
CFR Part 64 at the ends of the pipeline
segment and at intervals of not over
500 yards (457 meters) long, except that
a pipeline segment less than 200 yards
(183 meters) long need only be marked
at the center; and

(3) Within 6 months after discovery,
or not later than November 1 of the fol-
lowing year if the 6 month period is
later than November 1 of the year of
discovery, bury the pipeline so that the
top of the pipe is 36 inches (914 milli-
meters) below the underwater natural
bottom (as determined by recognized
and generally accepted practices) for
normal excavation or 18 inches (457
millimeters) for rock excavation.

(i) An operator may employ engi-
neered alternatives to burial that meet
or exceed the level of protection pro-
vided by burial.

(ii) If an operator cannot obtain re-
quired state or Federal permits in time
to comply with this section, it must
notify OPS; specify whether the re-
quired permit is State or Federal; and,
justify the delay.

[Amdt. 195-82, 69 FR 48407, Aug. 10, 2004]
§§195.414-195.418 [Reserved]

§195.420 Valve maintenance.

(a) Bach operator shall maintain
each valve that is necessary for the
safe operation of its pipeline systems
in good working order at all times.

(b) Each operator shall, at intervals
not exceeding 7% months, but at least
twice each calendar year, inspect each
mainline valve to determine that it is
functioning properly.

(c) Each operator shall provide pro-
tection for each valve from unauthor-
ized operation and from vandalism.

[Amdt. 195-22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982, as amended by Amdt.
195-24, 47 FR 46852, Oct. 21, 1982]

§195.422 Pipeline repairs.

(a) Each operator shall, in repairing
its pipeline systems, insure that the re-
pairs are made in a safe manner and
are made so as to prevent damage to
persons or property.

(b) No operator may use any pipe,
valve, or fitting, for replacement in re-
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pairing pipeline facilities, unless it is
designed and constructed as required
by this part.

§195.424 Pipe movement.

(a) No operator may move any line
pipe, unless the pressure in the line
section involved is reduced to not more
than 50 percent of the maximum oper-
ating pressure.

(b) No operator may move any pipe-
line containing highly volatile liquids
where materials in the line section in-
volved are joined by welding unless—

(1) Movement when the pipeline does
not contain highly volatile liquids is
impractical;

(2) The procedures of the operator
under §195.402 contain precautions to
protect the public against the hazard
in moving pipelines containing highly
volatile liquids, including the use of
warnings, where necessary, to evacuate
the area close to the pipeline; and

(3) The pressure in that line section
is reduced to the lower of the fol-
lowing:

(i) Fifty percent or less of the max-
imum operating pressure; or

(ii) The lowest practical level that
will maintain the highly volatile liquid
in a liquid state with continuous flow,
but not less than 50 p.s.i. (345 kPa) gage
above the vapor pressure of the com-
modity.

(c) No operator may move any pipe-
line containing highly volatile liquids
where materials in the line section in-
volved are not joined by welding un-
less—

(1) The operator complies with para-
graphs (b) (1) and (2) of this section;
and

(2) That line section is isolated to
prevent the flow of highly volatile lig-
uid.

[Amadt. 195-22, 46 FR 38360, July 27, 1981; 46
FR 38922, July 30, 1981, as amended by Amdt.
195-63, 63 FR 37506, July 13, 1998]

§195.426 Scraper and sphere facilities.

No operator may use a launcher or
receiver that is not equipped with a re-
lief device capable of safely relieving
pressure in the barrel before insertion
or removal of scrapers or spheres. The
operator must use a suitable device to
indicate that pressure has been re-
lieved in the barrel or must provide a
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